
G 420 CB8x4MHZ

Dimensions
Axle distance..........4300 mm (1940 / 1450)

Length..........................................8450 mm

Width...........................................2550 mm

Height..........................................4000 mm

Capacity
GVW...............................35200 kg 	 (Techn)

Front................................14200 kg	  (Techn)

Rear.................................21000 kg	  (Techn)

Cab
Type	 CG16

Suspension	 4-point Mech

Powertrain
Engine	 DC9 29 280 hp EEV (XPI / EGR)

	 DT12 12, 420hp Euro 4 (HPI / EGR)

	 309kW at 1900 r/min

	 2100 Nm between 1100-1350 r/min

Gearbox	 GRS905 PTO EK740

Axle gear	 3.42

Chassis
Suspension	 Front Steel   2x32 mm

	 Rear Steel 4x41 mm

Brakes	 Drum brakes with ABS

Fuel	 Right hand 200L Steel

Misc ex-works equipment
Misc ex-works equipment

Mudguards on 2:nd front axle

FFU 391514 (Concrete mixer prep)

Application	 Concrete Mixer

BODYWORK
Bodywork by Liebherr

SuperstructureMixer

Type Hydraulic Truck Mixer

Model............ HTM 904 L

Capacity........ 9.0 cu m

Water tank.... 500L

EMC (Electric Mixer Control) Engine

compensating mixer drum speed control

www.liebherr.com

Scania construction trucks

SC
A

N
IA

 F
it 

fo
r 

ha
rd

 w
or

k.
 C

ha
ss

is
 N

o:
 2

03
10

38
 ©

 S
ca

ni
a 

C
V

 A
B,

 S
E-

15
1 

87
 S

öd
er

tä
lje

, S
w

ed
en




